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Appendix K 
Waste Flow Table 



Monthly Summary Waste Flow Table
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Jan-16 2.683           0.253           2.430           0.030           -               2.400           0.799           0.001         -             -             -             0.115         

Feb-16 1.876           0.651           1.225           0.020           -               1.205           1.141           -             -             -             -             0.110         

Mar-16 1.501           0.417           1.084           -               -               1.084           0.831           -             -             0.001         -             0.090         

Apr-16 0.472           0.046           0.426           0.018           -               0.408           0.647           -             -             -             -             0.135         

May-16 0.488           0.013           0.475           -               -               0.475           2.479           -             -             -             -             0.105         

Jun-16 0.523           0.103           0.420           -               -               0.420           0.716           -             -             0.001         -             0.135         

Sub-Total 7.543           1.483           6.060           0.068           -               5.992           6.613           0.001         -             0.002         -             0.690         

Jul-16 -               -               -               

Aug-16 -               -               -               

Sep-16 -               -               -               

Oct-16 -               -               -               

Nov-16 -               -               -               

Dec-16 -               -               

Total 7.543           1.483           6.060           0.068           -               5.992           6.613           0.001         -             0.002         -             0.690         

Note: 1. Assume the density of soil fill is 2 ton/m
3
.

2. Assume the density of rock and broken concrete is 2.5 ton/m
3
.

3. Assume each truck of C&D wastes is 5m
3
.

4. The inert C&D materials except slurry and bentonite are disposed at Tuen Mun 38.

5. The slurry and bentonite are disposed at Tseung Kwun O 137.

6. The non-inert C&D wastes are disposed at NENT.

7. Assume the density of metal is 7,850 kg/m
3
.

Actual Quantities of Inert C&D Materials Generated Monthly

Month

Actual Quantities of C&D Wastes Generated Monthly


